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GG / ST BT 50 / 60

All-glass system for highest 
transparency requirements 
through use of frameless, 
point form bearing glass 
louvres; superb flush 
appearance achieved by the 
scaled overlapping of the 
horizontal glass edges.

Glass louvres:
laminated glass panes in 2x 
toughened safety glass, all the 
glass edges are completely 
polished. From glass thicknesses 
of 12 mm a structural depth of 
60 mm must be implemented 
for technical reasons. The glass 
louvres are delivered with axle 
bearings as a standard. 

Construction:
frame construction in non-
insulated or insulated extrusion 
moulding aluminium profiles; frame 
installation depths 50 or 60 mm 

Optional:
various adaptor sections 
for installation in post-girt 
constructions, wall masonry or 
window elements 

Optional:
with lateral glass frame profiles

University of applied science, Jena (Germany)

www.eurolam.de
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GG / BE 30 BT 50 / 60

All-glass system for highest 
transparency requirements 
through use of frameless, 
point form bearing glass 
louvres. Superb flush 
appearance achieved by 30° 
mitre joints of the horizontal 
glass edges.

glass thicknesses of greater than 
12 mm. The glass louvres are 
delivered with axle bearing as a 
standard. 

Optional:
with lateral glass frame profiles

Opening fittings:
hidden opening fittings, operation 
with manual crank handles, kinked 

Construction:
frame construction in non-insulated 
or insulated extrusion moulding 
aluminium profiles; frame installation 
depths 50 or 60 mm 

Optional:
various adaptor sections for 
installation in post-girt constructions, 
wall masonry or window elements 

Glass louvres:
toughened safety glass panes, single 
glazing 6, 8, 10 or 12 mm thick, 
all the glass edges are completely 
polished. The structural depth of 
60 mm makes it possible to use 

connecting rods, pneumatic cylin-
ders or electric servomotors with 
choice of 230V or 24V

Seals:
in APTK, EPDM, silicon quality

Surface treatment:
profiles anodised, powder or wet 
paint coated to RAL, NCS, DB or 
special colour shades; axes  
E6 / EV1 anodised

Deichtorcenter, Hamburg (Germany)

www.eurolam.de
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GG / BH

The system offers high 
flexibility in construction and 
glass structure specifically 
for application in double clad 
facades. GG / BH (special 
construction) is a special 
construction implemented to 
the client’s	
wishes.

OFS – Neuenburg (Switzerland)

www.eurolam.de

Vertical section

Horizontal section

Glazing:
Patent glazing, LSG made of 2x 
heat soaked toughened safety 
glass or LSG of 2x TVG (heat-
strengthened glass) according 
to structural calculations,
total glass thickness 24 mm

Design:
Spot-held superimposed glass 
lamellas, fixed to on-site sub-
construction by means of pivoting 
or fixed stainless steel panels.   

Fittings:
Fittings of stainless steel,
operation of electric motor option-
ally 230 V or 24 V,  e-drive protec-
tion category IP 65

Surface treatment:
Electro-polished stainless steel
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S 200

An economic solution 
with extrusion moulding 
aluminium louvres for sun 
protection and privacy in 
combination with natural 
ventilation.

Construction:
frame construction in non-insulated 
extrusion moulding aluminium 
profiles; frame installation depth 
50 mm 

Glass louvres:
extrusion moulding aluminium 
profiles, height 200 mm

 CropEnergies Bioethanol GmbH, Zeitz (Germany)

www.eurolam.de

Optional:
various adaptor sections 
for installation in post-girt 
constructions, wall masonry or 
window elements 

Horizontal section

Vertical section
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Always one step ahead!

EuroLam® GmbH 
99510 Wiegendorf , Germany
Phone	 +49 36462 33 88 - 0 
Fax 	 +49 36462 33 88 - 13

info@eurolam.de
www.eurolam.de
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