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                    Louvre windows -
 EAL
	Data sheet blatt EAL [381 kB] 

Design description:
	Installation in vertical façade
	Frame profiles with thermally insulated composite of aluminum half-shell profiles and synthetic half-shells outside
	Filling of 2-glazing / 3-glazing or panel
	Glazing covers the wing profile completely from the outside (Structural Glazing)

Profile dimensions:
	Overall frame depth 171 mm
	Face width of frame 60 mm inside
	Face width of vertical blade 65 mm

Type of opening:
	Louvre windows consist of one or several superimposed blades, fixed at the top and opening to the outside completely.
	Standard with 80° opening angle, if necessary 0-80°

Gaskets:
	Durable 2-sealing levels with special TPE/PP composition

Fittings:
	Concealed fittings
	Made of corrosion-free materials, galvanized

Surfaces:
	Profiles anodized, powder or wet paint coated possible according to RAL, NCS, DB. Special colors possible
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                    	Inquiry data sheet EAL.pdf (.pdf | 112,8 KiB)


                

            

        
    



                
                    



                
                
                    



                
            


        



			
    

            
                
                    
                
                
                    



                
                
                    

    
        
            

    
            
                

    
            
                NSHEV - according to DIN EN 12101-2:2003
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        Functional safety
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        Functioning in low temperatures, Size and Weight Dependent
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        Stability under wind pressure
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        Resistance to heat
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                Window – according to DIN EN 14351-1
            

        



            
        



            



            



        
    



                
                

    
        	
                            
                    
            
    


        Air permeability (EN 12207)
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        Impermeability to driving rain (EN 12208)
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        Resistance to wind pressure (EN 12210)
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        Sound protection (EN ISO 717-1)
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        Heat transition coefficient (EN ISO 10077-1)*
    


        
                
                        	
            
    


        1,10 W/m²K,
    


        
                
	
                    
            
    


        Burglar resistance 
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        * depending on Size and filling of the louvre window
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                    So it sounds good, but you still have questions? 


Then let’s arrange a consultation appointment without any obligation.  
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                    EuroLam GmbH
Kupferstraße 1
99510 Wiegendorf
Thuringia
Germany

                

            

        
    



                
                    



                
                
                    



                
            


        

						
					

					
						
    

            
                
                    
                
                
                    



                
                

    
        



    


                

    
        
            



        

        
                
                    
                    E-Mail: info@eurolam.de
Phone: +49 36462 33 88 0
Fax: +49 36462 33 88 13
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